Minimum fall S (nc roof) to ollow woater to run off
Maximum faoll 15 (nhc roof)

Silicone bead to be applied all the way
around the outside edge of the fimber base,

before lawering the lid of the rooflight into

place

Fix lid to timber base with screws

Fix timber base to upstand with
wood screws pre-weather the side
face of upstond and timber base
provideol. Leave top face of timber
base as expased timber

¢ ¢ \

\ ‘

Distance between plaster stop bead and
glass 1o be approx 10mm and must not be
in contact with glass,

/Do not lift by the glass

\
Slicone bead to ke applied all the wa
around your upstond, preferaobly nea
the inside ecdge, before lowering your
rooflight into place

and caps provided == ,/\ _ \ \ d_/j
Stop bea
Lift from hef@\
70mm width timber upstand, minimum ™ Arris Roil (Reconmended)
height of 25mm. 2 \ 2
EPDM roof finish, for alternative finishes, EN Plasterboard Plywood Deck
please refer to your step by step instaltaton
quide
- Internal sizes
token from here
(size ordered = size of timber structural opening
ROOF -maker Titler TRIPLE GLAZED O-LITE ON WARM DECK RODOF CONSTRUCTION - TYPICAL FITTING GUIDELINES

ROOF MAKER!

Pinfold Road , Thurmaston

Le\cegter LE4 8AS
L 0116 269 6297
Fox 016 269 6291
Emal: sales@roof-maker.couk

THIS DRAWING IS FOR REFERENCE ONLY. PLEASE REPORTANY DISCREPANCIES TO
THE DESIGNER BEFORE ANY WORKSCOMMENCE. ALL DIMENSIONS ARE IN mm,
ALL DIMENSIONS TO BE CHECKED ON SITE BEFORE ANY WORKS COMMENCE,
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