
16mm Argon Gas filled cavity
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WPC Profile

(Marine grade) Durable polyester
powder coated aluminum frame

Spacer bar system = warm edge no metallic,
tri-seal/super spacer desiccant impregnated

Thermal insulation 6mm Reflex+ toughened
easy clean outer panel
6mm Reflex+ toughened safety
high-spec low E centre panel
6mm Reflex+ toughened
high-spec low E Inner panel

16mm Argon gass filled cavity

Drip Overhang

Integrated
plastering trim
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Date:

Roof Maker Ltd
1 Pinfold Road , Thurmaston
Leicester, LE4 8AS
Tel: 0116 269 6297
Fax: 0116 269 6291
Email: sales@roof-maker.co.uk

THIS DRAWING IS FOR REFERENCE ONLY. PLEASE REPORT ANY
DISCREPANCIES TO THE DESIGNER BEFORE ANY WORKS COMMENCE.
ALL DIMENSIONS ARE IN mm.  ALL DIMENSIONS TO BE CHECKED ON
SITE BEFORE ANY WORKS COMMENCE.
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HINGED OPENING FLAT ROOFLIGHT (TRIPLE GLAZED) : STANDARD PRODUCT SPECIFICATION

SM

07/05/2025

Title:

Scale:

· Toughened to BS EN 12150
· Manufactured to BS EN 1279 Part 2 & 3
· Standard Energy Glass unit shown above
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